Buy this complete title here: hitps://goo.gl/XJJeHa
Single Family Residences

6 Corners (Classes 3, 4, 5, and 6) or
Two Building Masses (Classes 1 and 2 Only)

Estimating Procedure

1. Establich the structure quality dass by appiying the information on page 11.

2. Multiply the siructiure floos area (excluding the garage) by the appropriate square foot eost below,

3 Muftiply the total from step 2 by the correct location factor isted on page 7 or B.

4. Add, when appropeiate, the coel of a porch, garage, healing and cooling equipment, basemant, fireplace, carpodt,

appliancas and plumbing lixtures beyard that fsted in the quality classification. See the cost of these items on pages 27
to3i1.

Single Family Residence, Class 5 Single Family Residence, Class 5

Square Foot Area
Quality Clsss 700 800 900 1,000 1,900 1,200 1,300 1,400 1,500 1600 1700 1,800 2,000
1, Ligwiry 48847 46802 45115 43656 42527 41535 40723 398919 30286 34709 AB179 39707 360.04

&2 42475 40699 39231 37961 36073 36110 35406 34715 34162 33659 33204 32790 32089
2 Gemi-lowry 29693 28450 27399 26572 25B.39 23240 24750 24267 23873 2131 23207 22912 2M3
283 21793 Ha#4 20111 19507 46965 1B523 18168 17BOB 17522 17266 17033 16814 16464

3, Best Std 19018 18221 17551 17006 16553 M61.67 15852 155401 15257 15066 14863 14682 14367
ik4 16259 15085 14598 14553 14157 13817 13560 13285 13083 1M7E 12711 12546 12279
4 Good St 140011 13427 12924 12535 12184 11908 11681 11446 11259 1099 10957 10B14 10576

455 12626 12097 11635 112851 10980 1072 10514 10307 10153 99%5 0865 9738 9535
5 frg. Sid. 11366 10895 10482 10171 9B93 9655 9475 9296 9147 9006 BAAY BIT1 BSED
556 9865 9448 9102 BB29 B560 BATE 8221 AOGD T3 7A14 Fral TROS T4RY

6, Min. Sid. 837F B597 @274 BD2F  TAO3 A1 7472 FiAr 72D 7094 004 6996 BT

Square Foot Area

Guality Class 2200 2,400 2600 2600 3000 3,200 3400 3600 4000 4,200 4400 4,600 5000+
1, Luoary 36308 357.50 35253 34B33 34403 34160 33880 33624 3RT1 32071 2707 32606 322E0

1, &2 3573 3093 30661 30290 29908 29700 29463 29236 26937 28675 2577 28376 2R092
2 Gemi-Lowry 2275 N7 N422 2165 20859 ATS7 589 20431 2022 2038 19877 19740 15541
253 16198 15947 15728 15541 15366 15236 13114 145996 14840 14728 14546 14435 14334
3, Best S 14132 13916 13718 13550 13432 132896 13149 13091 12952 1243 12732 12644 12547
ikh4 12083 11898 11728 11585 11478 11365 11271 11180 11067 10966 10880 10805 10696

4 Good Std. 10410 10245 10104 G8BT GBS0 9790 49718 9046 8247 458 9384 5315 MR23
455 9380 9278 9102 5002 8903 BBM #8750 86A1T  BOS4  BS&  B449 B350 B3OS
5 &, Std. 8447  B313 8205 Bi06  BOAD Y944 VAR TR22 7740 767t TR0 7556 T4TH
2&6 7327 7208 "N08 7035 G960 6EO9  GA41  GrO92 G672 G66O1 G598 BDO4  B4ET
6, Min. Sid. 661 6560 6465 6301 6330 G2BB 6217 6172 G105 6049 6002 5960 5300

Nate: Tracl work and highly repatitive: jobs miay reduce the cost 8 to 123, Add 4% 1o the square foot cost of fioors above the
second floar level. Wark outside metropolitan areas may cost 2 to 6% less. When the axierior walls are masonry, add 9 o
10% for class 2 and 1 slructures and 5 o 8% lor class 3, 4, 5 and 6 structures. The bullding area includes all full story (76° 1o
o high) areas within and including the exieror walls of all floor areas of the bulding, including small inset areas such as
enlrances cutside the exterion wall but undear the main rool. For areas with a cedling height of less than 807, see the saction on
hall-story areas on page 30.

Rasidantial Siructures Section 13




